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Introduction
General

Introduction

General

Intended use

The instructions for assembly and initial operation are to be used as documentation by assembly per-
sonnel from service centres and Ziind sales points.

Scope

The assembly instructions describe the connection of the 3 x 1-phase connection of the S3 cutter (ba-
sic unit)

Personnel requirements

Note!
Assembly may only be carried out by authorised specialists (with a Ziind training certificate), or
Zind personnel.

Caution!
Electrical connection must only be carried out an authorised electrician.

They must ensure compliance with the required electrical specifications.

System overview
The following table indicates the possible configurations of the 3-phase solution.

Caution!
Each phase must be protected separately!

Do not use multiple plugs!



Introduction
System overview

Possible configurations

2.2 KW vacuum pump
4.0 kW vacuum pump
1 -9 kW turbine

All options
Cutter
Work station
Compressor
Cutter 1.1 KW pump
Work station or
Compressor Extractor
Cutter 1.1 KW pump
Work station and
Compressor Extractor
Not permitted

* Mains voltage fuse

Design 200V 400V

2.2 KW vacuum pump 16 A 16 A

4.0 kW vacuum pump 30A 16 A

1 - 9 kW turbine 50-60 A 32A




Introduction

System overview

ssnjyosueusseyd-| X € JBIND €S ‘06¥502S - 100 '2L0Z-0} ‘24



Introduction
System overview



trz, 10-2012, 001, -, 5205490, S3 Cutter 3 x 1-Phasenanschluss

21

Safety
General

Safety

General

Your safety — as the operator, service engineer or otherwise — is the primary concern. Certain situa-
tions, problems or faults that may occur with the equipment could put your safety at risk if you are not
aware of the steps you should take to avoid the resulting dangers.

Special safety instructions relating to specific activities or situations are provided in the corresponding
procedures in the sections below and in other parts of the documentation.

Tipp!
Safety regulations

See section 3 of the operating manual for detailed safety instructions.

2.2

Electrical connection

Danger!
Danger of death due to electrical voltage
Work on the electrical system must only be carried out with the power disconnected.

» Disconnect from mains

» Secure against reconnection

« Verify that no voltage is present

» Cover or shield any live adjacent parts
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Installation
Connecting the supply voltage

Installation

Connecting the supply voltage

Caution!
Electrical connection must only be carried out an authorised electrician.

They must ensure compliance with the required electrical specifications.

Fig. 1: Condition upon delivery

Fig. 2: Example of assembly with earthed safety plug

A Strip the leads and compress with wire end ferrule
B Connect earthed safety plug to the individual leads
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